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(54) Bezeichnung: HOCHTEMPERATUR-POLYMER-ELEKTROLYT-MEMBRAN (HTM)-BRENNSTOFFZELLE, 
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(57) Abstract: The invention relates to a high-temperature polymer electrolyte membrane (HTM) fuel cell, a system comprising 
HTM fuel cells and a method for operating an HTM fuel cell and/or HTM fiiel cell system. The invention is based on the principle 
of the known polymer electrolyte membrane (PEM) fuel cell and overcomes the substantial disadvantage thereof, namely its depen- 
dence on the water content in^e cell, by the selection of a novel elecu-olyte and by the modification of tiie operating conditions, in 
particular, of the temperature^d pressure. 


^ (57) Zusammenfassung: EHe Erfindung betrifft eine Hochtemperatur-Polymer-Elektrolyt-Membraji-(HTM)-Brennstoffzelle, eine 
Anlage mit HTM-BrennstofiFzellen und ein Verfahren zum Betreiben einer HTM-Brennstoffzelle und/oder HTM-Brennstoffzellen- 
O anlage. Die Erfindung geht vom Prinzip der bekannten PEM-Brennstoffzelle aus und uberwindet deren wesenilichen Nachteil, die 
^ Abhangigkeit vom Wassergehalt durch die Wahl eines neuen Elektrolyten und die Veranderung der Betriebsbedingungen insbeson- 
^ dere der Temperatur und des Drucks. 


